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WATERBODY IMPACT

WATERBODY CONSTRUCTION NOTES:
1. CROSSING TO BE COMPLETED VIA THE USE OF
A COFFERDAM.
2. CONSTRUCTION TO BE PERFORMED IN LOW
FLOW PERIODS. FLOW SHALL BE MAINTAINED.
3. RIP RAP (OR OTHER NON-ERODIBLE
MATERIALS) TO BE PLACED IN SEMICIRCLE
ALONG SIDE OF STREAM. ABOVE THE
ORDINARY HIGHWATER MARK.
4. DISCHARGED WATER THROUGH AN APPROVED /

SEDIMENT TRAPPING DEVICE.

5. STABILIZE WATER WATERBODY BANKS AND
INSTALL TEMPORARY SEDIMENT BARRIERS
WITHIN 24-HOURS OF COMPLETING IN-STREAM
CONSTRUCTION ACTIVITIES.

6. RETURN ALL WATERBODY BANKS TO
PRE-CONSTRUCTION CONTOURS ORTO A
STABLE ANGLE OF REPOSE AS APPROVED BY
THE ENVIRONMENTAL INSPECTOR. FILL BELOW
THE ORDINARY HIGH WATER MARK SHOULD BE
AVOIDED.

7. INSTALL TRENCH PLUGS AND WATERBARS AS
DIRECTED BY THE APPROVED EROSION AND
SEDIMENTATION CONTROL PLAN ON BOTH
SIDES OF THE WATERWAY, AND AS DEPICTED.
ON THIS PLAN.

8. PIPELINE SHALL BE WEIGHTED WITH
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PIPELINE SURVEY INFORMATION PROVIDED BY GAI CONSULTANTS.
STREAM AND WETLAND DATA COLLECTED BY NATIONAL RESOURCE GROUP, LLC.
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